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Specification:

Name

PX04/08XX

Mainboard

1

Interface

1 * Power connector

2* RJ45 10/100M

1 * MMC/SD Slot

1 * USB2.0

4*RJ11 /8RJ11

Modules Support

FXS-100 /FXO-100

Size (mm)

237 *120 *36

Package Size(mm)

290*254*60

Weight(kg)

1.5kg/1.6kg

Order Info

        Port

Model

FXS

FXO

FXS-200

FXO-200

PX0404

0

4
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PX0413

1

3

PX0422

2

2

PX0431

3

1

PX0440

4

0

PX0808

0

4

PX0826

1

3

PX0844

2

2

PX0862

3

1

PX0880

4

0


	PX04/08XX  Datasheet

Analog Port IP PBX Product.

Document Version 1.0

PX04/08XX  wiith 4 /8 analog ports which can be FXS or FXO port, PX04/08XX is a fully featured and VoIP ready IP-PBX specifically at small and middle size businesses with up to 30 concurrent calls and without extensions limitation. Based on the Asterisk opensource platform with excellent echo canceller function.

Description:

· Modules Design: Up to 4 FXS/FXO ports or

· mixed FXS/FXO ports per card./ mixed dual FXS/FXO ports per card

· Scalable: Just add additional cards to extend

· system.

· Easy to use: Easy operation with Web GUI.

· Global usable: Configurable line interface to

· meet global telephone line interface

· requirements.

· High quality with low price.

· PBX function: IVR, Voicemail, Conference

· bridge, Fax(T.38), etc

Features:

· Up to 30 concurrent calls.

4 Analogue lines can be FXS or FXO.

8 Analogue lines can be dual FXS or dual FXO

· VoIP ready.

· Web based management

Hardware and Software Requirements:

· 32bit embedded DSP CPU

· Four analog FXS-100/FXO-100 modules

Four analog FXS-200/FXO-200 modules

· 256Mbytes FLASH

·  64Mbytes SDRAM

·  Adapter In: 100~240V AC

· Out: +12V DC, 2A

· uClinux 2.6.X

· Asterisk 1.4.4
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语音特性

· 支持SIP 2.0　(RFC3261) 及SIP相关rfc
· 编码：G..711A/u，G..7231 high/low，G.729，G722
· 回声消除：支持G.168标准，免提可以达到96ms的回声消除
· 支持VAD，CNG
· NAT穿透, 支持STUN方式穿透
· SIP支持SIP domain，SIP认证（none，basic， MD5），域名解析，点对点（DIALPEER配置和IP输入）呼叫

· SIP可以同时注册到两个SIP帐号，包括Pubic Server/ Private Server，用户可以通过任一帐号进行呼入呼出
· 支持呼叫线路自动选择，当public服务器无法连接的时候可以自动切换到private服务器呼叫
· DTMF方式支持：SIP info，DTMF Relay，RFC2833
· 支持SIP应用，包括SIP Call forward/transfer/hold/waiting/3 way talking

· 8种自定义震铃

· 呼叫控制特点：收号灵活，支持Hotline，黑名单拒接，空主叫拒接，限制呼叫，免打扰，来电显示，灵活的dial peer配置呼叫规则
· 支持电话本500条记录，呼入用户铃声定义，未接，已接，去电各100条记录

· 支持录音留言最长240秒，最多3条；断电不保存
· 支持录音留言提示音定制，最长1分钟
· 支持SIP服务器录音和conference
· 支持IAX2
网络特性
· WAN/LAN:支持桥模式或者路由模式
· 支持基本的NAT 和NAPT

· 支持PPPoE for xDSL，并且支持断线自动重拨

· 支持VLAN（DATA VLAN和VOICE VLAN）
· 支持DMZ
· VPN（L2TP、UDP）功能
· 在WAN口上支持DHCP Client

· 在 LAN口上支持DHCP server
· WAN口支持主、从DNS服务器功能
· 在LAN口上支持DNS relay，支持SNTP Client，支持简单防火墙功能

· 支持网络工具：包括ping，trace route，telnet client
管理和维护
· 支持安全模式

· 可以通过安全模式进行更新

· 支持用户分级管理
· 可以通过Web，键盘，Telnet进行配置

· 可以通过HTTP，FTP，TFTP 更新软件和配置文件

· 支持auto provisioning（自动更新配置系统维护）

支持Syslog (系统日志)
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